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CLAIM T-31427 

Lot 10 - Concession 5* Bucke Township

6 2'380

Subject: 

Fors

To: 

From:

Location:

Previous 
Development:

Purpose of 
Survey:

Instrument:
and Method

Used:

Geophysical Report j
'j. -

Assessment work for Second Year performance of work require- j 
ments. !

The Ontario Department of Mines i

Donald William Tully, B, Se., Geologist, being the recorded \ 
holder. |

Northeast quarter, Lot 10, Concession 5* Bucke Township Astride 
Highway No. 11. :|

The Mining rights on this ground were acquired by staking and 
were recorded by Donald W* Tully on the 28th of July, 1951* 
This land was originally acquired by Dixon Creek (Cobalt) Silver 
Mines Ltd. who sold the property to Northern Silver Lode 
Corporation Ltd., later called Tuscan Mining and Smelting Co. 
Ltd. who forfeited the ground to the crown on May 1st, 1947*

Abitibi Power and Paper Company quarried high-calcium limestone 
on parcel No. 609 in the southwest corner of the claim and 
abandoned this operation in 1928.

The owners of surface rights covered by claim T-31427 are i 
Parcel No. 609 - Donald William Tully, Dobie, Ontario 
Parcel No. 7917- Georgina Ztaily Lit tie, Kirkland Lake, Ontario 
Parcel No. 2259- Canadian Splint St Lumber Corporation

This claim was mapped geologically during 1951 and 111952 and 
recorded as first year assessment work. At the time of this 
writing a short diamond drill is being drilled near the south
boundary of the claim about 450' west of No* 2 post;.' i

j l ; jl
Within the past two years magnetic anomolies of varying intensity 
have been reported in the area surrounding the north *nd of Lake 
Timiskaming* It was decided to conduct a magnetometer survey on 
Claim T-31427 to ascertain if any.strong anomalies existed and 
to explore the possibility of the presence of bodies of Magnetite 
or/and plfrrhotite and associated sulphides especially in the j 
precambrain basement rook.

A sharpe Model A-2 magnetometer was operated by D. W. Tully* A 
base line was established along the south boundary of the claim 
between No. 2 and No. 3 posts and picket lines were; run north 
at 100 foot intervals. Readings were taken at 100-foot inter 

vals along the picket lines except in the vicinity of the 
buildings owned by the Canadian Splint 4 Lumber Corporation, 
The base station was established at a squared wooden peg, placed 
in the floor of the quarry, on the base line approximately 700'



Results:

- 2 - 1 ' ' 

west of No. 2 claim post* j

Readings were taken at each station as follows)
1. The instrument -was levelled with the auxiliary magnet 
holder in the neutral position.
2. The instrument was oriented in the plane of the earth's 
magnetic meridian thus the magnetometer needle system was 
aligned E-W and secured in position.
3. The magnetometer needle was released and the scale 
division read to the nearest tenth.
4. The instrument head was then turned to the left through 
130 degrees and a check reading taken in the W-E position. 
The average reading was used after correction.

The instrument was calibrated by the maker and the sensiti 
vity was set at 10 gammas per scale division. There were 
120 divisions in all. A total of 158 readings were taken 
inclusive of the Base station. The instrument was operated 
on the 23rd and 24th of November, 1952 and on both days 
readings were taken at the base station at 8.30 a.m., 12.30 
p.m. and 4.30 p.m. on each day and the variations; were applied; 
as corrections to the readings taken during the preceding period. 
The maximum variation noted was 35 gammas at noon of November 24th.j

A certified copy of the work performed and the names of person? 
involved is attached at the end of this report.

The readings were plotted on a magnetometer survey plan super 
imposed on a surface geological plan. Iso-magnetic lines were! 
drawn at 200 gamma intervals.

The results indicate a general rise in values of vertical 
magnetic intensity toward the south part of the claim. The 
rise appears to coincide with the area covered by the Paleozoic 
Sediments and is interpreted to mean that small amounts of 
magnetite are present either in the baftal sandstone underi/jring 
the limestones and shales or in some of the interbedded shaly j 
horizons. In the southwest corner of the claim area, near No.j) 
post, an anomaly of considerable relative intensity is indicated. 
Unfortunately no rock is exposed in this vicinity to afford a i 
clue to assist in interpretation.
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