
Report of Mechanical Stripping
on the Santa Maria Prospect

Claim # 1098668, Gillies Limit North Area
For Cabo Mining Enterprises Corp.

January, 2004 
Simon Wareing

31M05SE2060 2.27045 GILLIES LIMIT 010



Contractor: Pederson Construction Inc.

P.O. Box 2409, Highway 11 A 65 
New Liskeard, Ontario, POJ 1PO

Model: Liebherr 912 Excavator 

Rate: 578.00 per hour
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Figure 1: Regional Location Map of Ontario
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Cabo Mining Enterprises Corp 
Santa Maria Claim Group 
Stripping Program

Claim # 1098668

November 20, 2003 through to November 27, 2003 

GPS Datum

1927 Canada National East Datum was used to locate reference points on the ground in relation to 
historic Maps and Data.

Equipment

Garmin eTrex Legend, 12 Channel Parallel 

Site # l - Main Pit Area - Mineralized Chert

Site #1 is located proximate to GPS location 602368 x 5239940(Nat83). This site consists of 3 
shallow shafts in close proximity, located on a well mineralized iron formation mapped recently by 
Seymour Sears, Geologist (SAN-1). Numerous pits and overburden trenches immediately surround 
this area and several were incorporated into the currently stripped area. Most recent historic work 
performed on this showing was a sampling program conducted by Prairie C. Previous stripping and 
sampling was conducted by Wabana Explorations during a brief tenure in the late 90's.

Initial stripping was conducted over two days in order to determine a possible surface extent to the 
known mineralized chert zone and an intersecting zone of quartz/ carbonate veining, all in host 
Keewatin. An area stripped along strike to the east is approximately 20 metres wide by 30 metres 
long. A pile of debris on the edge of the original stripping near the southern footwall contact was 
removed. This revealed an unknown pit or possibly a depression approximately l meter deep 
showing highly mineralized chert which extends the known zone 10 metres easterly. Samples were 
taken and labeled " Mineralized Zone extension east". The mineralized zone appears to continue 
below surface to the east. Iron sulphides are present along visible outcrop for the length of the 
stripping in this direction but surface detritus remaining from excavation must be cleared for better 
examination and detailed geological mapping.

Stripping moved to the western extent of the mineralized zone, extending it approximately 20 
metres along strike. A decision was made not to proceed further down the hill due to the depth of 
the overburden and steep slope. The reasonable expectation is that the mineralization does continue 
in a generally northwest trend. Samples taken and labeled," Mineralized Zone extension west". 
From the western extent of the extended mineralized zone, an area, approximately 40 metres wide 
east and 50 metres long, trends to the north. In the center of this stripping is an outcrop of pillowed 
volcanics which exhibit numerous crosscut zones of quartz/ carbonate veins and stringers including 
adjacent sulphides evidenced by significant iron staining and sulphide mineralization in adjacent 
rock. Evidence of successive events can be observed in crosscutting quartz/calcite veins and zones 
of deformation..

Stripping was discontinued and little was observed due to rain soaking everything on the first and 
second day and becoming frozen and covered with snow by the third day. This site will need to be 
examined further in the spring once it has had time to wash off or power washing can be 
commissioned. All samples including additional samples of the known showing obtained from a 
fresh face were turned over to Seymour Sears, Geologist for examination and possible analysis.



Site #2 - Metallic Vein Discovery

Site #2 is located approximately 200 metres to the west northwest of site l and adjacent to the 
western boundary of the claim and the #1 post location of patented unit T 19438 and the number 2 
post location of patented unit T19439 located to the west. A Line Post is located and observed at 
602150E x 5242421 IN for claim 1098668. Stripping began adjacent to a shallow shaft observed to 
be approximately 25 feet deep. The shaft is located 10 metres east of OPS 602195E x 5240250N. 
Calcite veining was observed in the walls of the shaft trending in all directions. Owing to the 
proximity to the western boundary, a decision was made to strip this site to the east, north and 
south.

A high proliferation of pits and overburden trenches from historical work has been observed in this 
area. A number of these have been incorporated into the new stripped area. No outcrop was 
visible in the vicinity of the previous diggings. This site may be considered located at the lowest 
elevation in this vicinity. Effort was made to not impede or enhance the natural groundflow of 
water in this area.

Area Stripped

From the location of the shaft toward the east, stripping was conducted in a strip for a width of 40 
metres east extending north for a distance of 70 metres and south for 60 metres. Rock was made 
visible under shallow overburden on both sides of the North Trench. At the north end of the trench 
are located, collars for 4 historic drill holes. Two on the northeast corner and 2 on the northwest 
corner. The South Trench extends south for 50 metres from the shaft and terminates at a Keewatin 
outcrop at the south end. Outcrop terminates and dips to just below the water table and shallow 
overburden approximately 25 metres south of the shaft. No attempt was made to uncover the rock 
to the south beyond what could be maintained above water. Rock is located within a couple of 
metres of the ground surface in places .

Mineral Description - Shaft Area

The most notable occurrence of mineralization occurs directly at the shaft site for a distance of 5 
metres north and 12 metres south observed extending east from the shaft over 5 metres. This 
occurrence is a complex assemblage of crosscutting veins and stockwork of calcite and quartz 
carbonate material. Significant iron sulphide mineralization is well evident by significant iron oxide 
in the soil and gossaneous host rocks. A shear zone and lateral displacement was evident in a 
north/south direction. Rock appears broken and fragmented parallel and west of the north trending 
calcite veins located to the south of and 2 metres east of the shaft. At least three distinct veins were 
observed ranging from 4 to l O inches thick for a length of 15 metres or more. They appear to dip 
slightly eastward. They trend northerly east and northerly west. In the vicinity of the largest vein 
appears to be a metre wide breccia zone trending northeasterly which appears to be transected by 
the larger veins.

A calcite vein is visible in a photograph of the east wall of the shaft for a depth of 2 metres 
appearing to swell toward the bottom. Rock was broken away from the top and toward the east 
and a 4 inch wide massively mineralize carbonate vein was uncovered. It remained intact and 
mineralization was evident for a length of half a metre. Samples were removed for analysis. Vein 
materials consist of cobaltite, arsenopyrite, calcopyrite and other sulphides and their secondary 
oxides in a quartz carbonate gangue. Samples were turned over to Seymour Sears of Cabo Mining 
Enterprises for analysis and further identification..

Proximal to the south end of the calcite veins is a second occurrence of cobalt bloom in a vein 
approximately 1/2 inch thick and observed sitting perpendicular to the main calcite zone. No 
sample was taken.



Some washing of this site was made possible by the low elevation and some deep pits in proximity 

to the shaft area . Additional cleaning will be necessary on the rest of the stripping once 
powerwashing equipment can be commissioned. This will facilitate a more comprehensive analysis 

and detailed geological mapping.

Chopin Lake Showing - Possible Adit

Stripping was conducted on an Outcrop at OPS location 602682E x 5241850 (Nat83) on the 
adjacent claim and just to the north of 1098667 north boundary. Debris was cleared from in front 
of rock parting showing numerous calcite and some smaller quartz veins trending north across the 
east face and east west trend across the face of the parting. No other mineralization was observed. 

This site is adjacent to the trail and well visible. Showing is 10 metres vertical by 20 metres long by 

2 metres wide. A two metre wide trench runs the length of the rockface toward the north. 
Duration of excavation was l hour.

Rock Face Cleaning

Approximate to 602368 x 5240090(Nat83), rockfaces on either side of the trail were cleared of 

moss and small growth to identify outcrop. These sites have not been further evaluated owing to 
sand and detritus frozen prior to examination. Sites will be examined further after spring runoff. 
Rock appears to be typical local Keewatin.

Simon K. Wareing K22995
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Cabo Mining Enterprises Corp. 
Cobalt Area Project
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Site # l



dF

4.03 JSfeE , 5^3 ^^73

'.cvi 3 -

SlTt; ^ J.A.

._t

fi]eV7C:\Documents07o20and07o20Settings\Computer\I.or3| 0Xo20Settings\Temporai-y 07o20intcnicl')'..20... 1/21/2004





s* rv /^c/ /^a s p

0\

\ i

\
0

c
Jb.
D 
^ 
e



  5239940 N

sheared :one vilh sulphides

C/-A/M

10 lo 30 cm vidt. pinching toward* east, 
relatively vertical, quartz -carbonate vein 
 with disseminated bronze coloured f\nle

	Symbols

01 Shaft O Flonl (nrc)
Q Pits O O Prospect (major, minor)
S Trench(es) -"* Drill Hole**)
S Veins (Cobalt Tj-pc) ^ Adii (Underground Woik
ij,-j Geological Contact ^x Faiih

*" (observed; asmmcd)

Arclina
I M MIC ^IK!T.RMI-!HA-:li m-TFAVi H t AKJC' K(X- KS

l j Illidiviikxl
In)

I'jllowaj Flow
le) Chlimlc Sc
If! f.8'.S
III)

CABO MINING CORP.
Tuh,-.!! Area Prujru 

lies L:nn! ^1ro^' !l TCAVII.':!-! p, O

Stripped Area SAN- 1

Tuh,-.!! Area Prujru 
(Gillies L:nn! ^1ro^' !l TCAVII.':!-! p, Onlano)



-0

Co
 (X

(n 5 ? 3 S P T) 0 lA ~T
} ffi -f

O
lo

"

T)
 

4-
"S 

5

^ 
en

.b
 ^

c
-7

 
ft

0 
-f

-
P 

0 ^

p Cr
 

0 f CD m H- o -o 2 w Q w n 0 3) T)

O
 

P 5 o 0
0 s

s
0 r

i
/

H m #

D

to j) s

S Q
 

O

i
-t

 
O fe O



ONTARIO MINISTRY OF NORTHERN DEVELOPMENT AND MINES

Transaction No: 

Recording Date: 

Approval Date:

Client(s):

302234

Survey Type(s):

W0480.00123

2004-JAN-21

2004-JAN-22

Work Report Summary

Status: APPROVED

Work Done from: 2003-NOV-19

to: 2004-JAN-20

SIMPSON, MURRAY D

PSTRIP

Work Report Details:

Claim#

L 1098668

L 1230445

External Credits:

Reserve:

Perform Applied 
Perform Approve Applied Approve

37,277 37,277 SO SO

SO SO 36,400 36,400

57,277 37,277 36,400 36,400

SO

Assign

56,400

SO

36,400

Assign 
Approve

6,400

0

36,400

Reserve 
Reserve Approve

3877 3877

SO SO

S877 S877

Due Date

2004-APR-02

2004-JUL-21

3877 Reserve of Work Report#: W0480.00123
(3400) Applied by W0480.001 59 2004-JAN-26

3477 Total Remaining

Status of claim is based on information currently on record.

31M05SE2060 2.27045 GILLIES LIMIT 900

2004-Jan-30 15:45 armstrong-d Page 1 of 1



Ministry of
Northern Development
and Mines

Date: 2004-JAN-23

Ministers du 
Developpement du Nord 
et des Mines Ontario

GEOSCIENCE ASSESSMENT OFFICE 
933 RAMSEY LAKE ROAD, 6th FLOOR 
SUDBURY, ONTARIO 
P3E 6B5

MURRAY D SIMPSON 
47 HILLVIEW, BOX 54 
LATCHFORD, ONTARIO 
POJ 1 NO CANADA

Tel: (888) 415-9845 
Fax:(877)670-1555

Dear Sir or Madam

Submission Number: 2.27045 
Transaction Number(s): W0480.00123

Subject: Approval of Assessment Work

We have approved your Assessment Work Submission with the above noted Transaction Number(s). The attached 
Work Report Summary indicates the results of the approval.

At the discretion of the Ministry, the assessment work performed on the mining lands noted in this work 
report may be subject to inspection and/or investigation at any time.

If you have any question regarding this correspondence, please contact STEVEN BENETEAU by email at 
steve.beneteau@ndm.gov.on.ea or by phone at (705) 670-5855.

Yours Sincerely,

Ron C. Gashinski
Senior Manager, Mining Lands Section

Gc: Resident Geologist

Seymour M Sears 
(Agent)

Assessment File Library

Murray D Simpson 
(Claim Holder)

Murray D Simpson 
(Assessment Office)

Visit our website at http://www.gov.on.ca/MNDM/LANDS/mlsmnpge.htm Page: 1 Correspondence 10:19063
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Map
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Those wishing to stake mining claims ahould consult with the Provincial Mining Recorders' Office of the Ministry of Northern Development and Mines for additional Oertoral Information and Limitations This map may not show unregistered land tenure and interests in
information on trie status of the lands shown hereon. This map Is not Intended for navigational, survey, or land title determination purposes as the Information Contact Information: Toll Free Map Datum: NAD 83 land Including certain patents, leases, easements, right of ways,
shown on this map Is complied from various sources. Completeness and accuracy are not guaranteed. Additional Information may also be obtained through the Provincial Mining Recorders' Office Tel: 1 (886) 415-S84S ext S/ta^jection: UTM (6 degree) flooding rights, licences, or other forms of disposition of rights and
local Land Titles or Registry Office, or the Ministry of Natural Resources. VVmrt Green Miller Centre 933 Ramsoy Lake Road Fax: 1 (S77) 670-1444 Topographic Date Source: Land Information Ontario Interest from the Crown. Also certain land tenure and land uses

Sudbury ON P3E 6B5 Mining Land Tenure Source: Provincial Mining Recorders' Office B18' restrict or prohibit free entry to stake mining claims may not be
The information shown is derived from digital data available In the Provincial Mining Recorders' Office at the time of downloading from ttie Ministry of Northern Home Page . www.mndrn.gov.on.ca/MNDM/MINES/LANDS/mlsmnpge.htm Illustrated. 
Development and Mines web site.

Date; Time of Issue: Fri Jan 23 10:48:44 EST 2004

TOWNSHIP l AREA PLAN 
GILLIES LIMIT NORTH G-3429

ADMINISTRATIVE DISTRICTS l DIVISIONS

Mining Division Larder Lake
Land Titles/Registry Division TIMISKAMING
Ministry of Natural Resources District NORTH BAY

TOPOGRAPHIC

Administrative Boundaries 

; """i Township

: Concession, Lot 

I5S ProvinciBl Park

!K1 Indian ReserveMV*

i ; emr, pit* p*

n

A

Contour

Mine Shafts

Mine Headframo

Railway

Road

Trail

Natural Qai Plpelino

Ulllitm

Tower

Land Tenure

Freehold PnKnl

fT] Surface And Mining Rights 

i. Surface Rights Only 

f™] MWns Rights Only

Leasehold Patent

i B Surface And Mining Rights 

Surface Rights Only

Mining Righti Only
UT

licence of Occupation

Uses Nol Sppctfled 

Surface And Mining Rignte 

Surface Rights Only 

Mining Right! Only

Land Use Permit

Order In Council (Not open for staking) 

Water Power Lease Agreement 

Mining Claim

1234667
FM Only Mining Claims

LAND TENURE WITHDRAWALS

! 1?S4 i Am*K Withdrawn from Dtapnailinn 
-, ,.,,,,.~ ' M(ntf|fl Aat withdrawal Types

Surtaes And Mining RlgMt* withdrawn 
Surface Rlflhta Only Withdrawn 
Mining Righte Only WNncJrawn

Order In Council Withdrawal Types 
W'eoi Surface And MrJnoWsn* Withdrawn 

Suriacv RioMs Only Withdrawn 
Mining Rtehla Only Withdrawn

l IMPORTANT NOTICES

Wem
We
Wm

W's 
W'm

leato 1:4ttlO

LAND TENURE WITHDRAWAL DESCRIPTIONS
Identifier Type Date Description

4682
4654

4668

Wsm 
Wsm

Wsm

ConReserve Wsm
W-L-66/gfi Wsm
W.L -58/96 Ws

w-L-sa/ge ws
W.ONT-83/96 Wsm

Jan 1, 2001 
Jan 1,2001

Jan 1,2001

Apr 6, 2001 
Sep17. igS6 
Sep17, 1996

s*p 1 7, igge
Sep 17, ig96

* - DISCREPANCIES IN TOWNSHIP FABRIC - Claim staking in these
townships must be done according to fra Stating Regulation, for staking in
surveyed territory.
ROODING H.E.P.C. ELEVATION: 785.50 FT L.O. 7S58
400 FT SURFACE RIGHTS RESERVATION ALONG THE SHORES OF ALL
LAKES A RIVERS
400 FT SURFACE RIGHTS RESERVATION ALONG THE SHORES OF ALL
LAKES A RIVERS
Cliff Lake Conservation Reserve

SURFACE RIGHTS WITHDRAWN FROM STAKING PROSPECTING B Y 
ORDER W-L-54/ga NER SEPT 17/9* RESEARCH
W-L-SS/BS NER SEPT 1 7/ee SRO ONT HYDRO
SEC 35fflO W-ONT-63/ge SEPT 17/ge MtS - NotJca, this withdrawal area has 
now been regulated as a Conservation Reserve, consult the Mining Recorder's 
Office for the regulated boundary as it may go beyond this Withdrawal Order


