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INTRODUCTION, LOCATION AND ACCESS

The property consists of mining claim #1151271, located in 

Coleman Township, in the Larder Lake Mining Division, 

Claim Map #G-3418, coordinates 79 degrees 55' W longitude 

and 47 degrees 21-1/2'N latitude.
Access to the property can be obtained by travelling north 

by boat'on Bay Lake out of Latchford, around "Booming Out 

Point" on the Montreal River, to the "Trout Lake Portage", 

and walking on the portage (which can also be traversed by 

4-wheel drive vehicles), 4.5 kms to Kitt Lake (known to local 

residents as Trout Lake).

HISTORY OF THE PROPERTY, INCLUDING GEOLOGY AND TOPOGRAPHY

Attached hereto are several reports, maps and sketches by 

various Ontario i Geological Survey geologists whom are given 
credit therein. These reports give an accurate description 
of the past work done as well as the geology and recommend 

ations for further work.

OGS Misc. Paper .#137 (1987), p. 202:

"Copper, cobalt, silver and gold mineralization is 
related to Nipissing diabase dikes and sills intruding 
arkoses of the Lorrain Formation and laminated shaley 
mudstones of the Firstbrook Member (Gowganda Formation).

Located adjacent to the Montreal River in Kittson 
Township, the Cobalt-Kittson Mine is hosted in a narrow 
(70m wide) Nipissing diabase dike cutting arkoses of 
the lower Lorrain Formation near the Gowganda-Lorrain 
contact. Chalcopyrite, smaltite, and pyrite occur in 
several north-trending calcite veins which are vertically 
oriented and 4 to 100 cm wide. The veins are hosted in 
a fractured and faulted zone parallel to the vertical 
diabase dike. Assay results from Johns (1985) indicate 
0.08 and 0.20 ounce gold per ton.

During the present mapping project several more samples 
were taken for chemical investigations.

A similar geological setting occurs approximately 2km to 
the south at the Shakt-Davis Mine on the northeastern 
shore of Kitt Lrke. Here several major calcite veins 
are hosted in a fractured and faulted zone within Nipissing 
diabase. This zone strikes 060 parallel to a 120m thick,
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vertical diabase dike. The Main Vein varies in width 
from l to 7m whereas the parallel Chimney Vein is from 
l to 3m wide. Both are vertically oriented and contain 
smaltite, cobaltite, gersdorffite, erythrite (cobalt 
bloom), Annabergite (nickel bloom), pyrite, chalcopyrite, 
and niccolite. Assays indicate 1.5% Co and minor Ag 
over a width of 1.37m, with select grab samples indicating 
up to 4:% Co and others with up to 2.72 ounce Au per ton. 
A further test of hand-cobbed ore indicated value of 0.87 
ounce Au per ton, 0.25 ounce Ag per ton, l .92* Co. and 
7.72% Ni (Assessment Files, Resident Geologist's Office, 
Cobalt).
V * *

The three potential areas for finding cobalt, copper, 
4-silver-and gold-bearing veins are along the upper and 
lower contact of the main west-trending diabase sill in 
Brigstocke Township or along several north-and north-east 
trending narrow (70 to 140m wide) dikes in Kittson. The 
presence of mineralized veins is structurally controlled. 
The veins occur in parallel fracture zones near margins 
of the diabase body (dike or sill). As a general rule, 
values of cobalt, silver, copper, and gold are usually 
higher in calcite rather than quartz veins. This is more 
similar to the Gowganda than the Cobalt mining camp ..."

OGS Misc. Paper #141 (1988), p. 285

"Copper, cobalt, silver, and gold mineralization is 
related to Nipissing diabase dikes and sills.

Located on the northeastern shore of Kitt Lake, the 
Shakt-Davis Mine has been developed at a deposit which 
consists of several major calcite veins hosted in a 
fractured and faulted zone within Nipissing diabase. 
The diabase intrudes arkoses of the Lorrain Formation 
and laminated shaley mudstones of the Firstbrook Member 
of the Gowganda Foundation.

This fracture zone strikes 60 degrees parallel to the 
120m thick, vertical diabase dike. The Main Vein ranges 
in width from l to 7m whereas the parallel Chimney Vein 
is from l to 3m wide. Both are vertically oriented and 
contain smaltite, cobaltite, gersdorffite, erythrite 
(cobalt bloom), annabergite (nickel bloom), pyrite, and 
chalcopyrite, and niccolite. Assays and analyses indicated 
1.5 percent cobalt and minor silver over a width of 1.37m 
with select grab samples indicating up to 4 percent cobalt, 
and others with up to 2.75 ounces gold per ton. A further 
test of hand-picked ore indicated values of 0.87 ounce 
gold per ton, 0.25 ounce silver per ton, 7.92 percent 
cobalt, and 7.72 percent nickel; another smaltite ore 
sample returned 97 ounces silver per ton, 0.336 percent 
cobalt, and 0.18 percent nickel. (Assessment Files, 
Resident Geologist's Office, Cobalt).



The nearby Edison Mine is located 1.2 km to the east 
of the study area, at a deposit which hosts several 
mineralized calcite veins. Grab samples yielded values 
of 940 ppb gold, 17 ppm silver, 3.09 percent copper, and 
3556 ppm cobalt (Geoscience Laboratories, Ontario 
Geological Survey, Toronto). This location is some 1.5 
km to the south of the Cobalt-Kittson Mine in adjacent 
Kittson Township (Born and Burbidge 1987). Thus, the 
same narrow (70m wide) Nipissing diabase dike hosts all 
three deposits. ..."

OGS Map P.3116, marginal notes

"Mineral exploration for silver and cobalt within the map 
area dates from 1910 with prospecting, trenching, shaft 
sinking, and tunneling at the Canadian prospect (Cobalt- 
Kittson mine), located on the Montreal River (Kittson 
Township) , and at the Shakt-Davis Mine on the 
northeastern shore of Kitt Lake near the Kittson-Coleman 
Townships boundary. ...

Between 1924 and 1926, an adit and extensive lateral 
underground drifting were completed at the Shakt-Davis 
Mine by Crescent Silver Cobalt Mining Company Limited. 
Later underground development by H. Davis during the 
period 1938 to 1940 resulted in the completion of two 
underground levels, with 442m of lateral drifts and 
crosscuts, and a 76m winze. There are, however, no 
production records and mining development ceased in 1940. 
Limited diamond drilling of an unknown amount was carried 
out in 1951 and was followed by minor underground 
development in 1953 and 1964 by Aconic Mining 
Corporation.

Mine development at the Canadian prospect was carried out 
during 1927 to 1930 by Cobalt Kittson Mines Limited. It 
resulted in a 236m deep shaft and 400m of lateral 
drifting on three underground levels. The total 
production of the mine was 600 pounds of cobalt 
(smaltite) and operations ceased in 1930. An unknown 
amount of diamond drilling followed the temporary 
dewatering of the mine in 1949 (Johns 1985). ...

Some high gold values of more than one ounce gold per ton 
are associated with several cobalt-copper showings hosted 
in the Nipissing diabase, located at the Sugarloaf Island 
Occurrence in Brigstocke Township, the Shakt-Davis Mine 
in Kittson Township, and the Temagami-Lorrain Occurrence 
in nearby Cassels Township (Born 1986). ..."



Entrance to adit and engine-house, Crescent Silver Cobalt Mining Company, Limited. 
Crescent Silver Cobalt Mining Company, Limited

This company was incorporated on February 27, 1923, with a capital of 
52,500,000, and is operating on a group of claims adjacent to Trout lake' in 
Coleman township. The numbers are as follows: H.M.7, H.M.8, L.O.3, L.O.60, 
J.S.61, J.S.73, H.F.6, H.F.7. The rocks exposed are quartzite, slate-like grey- 
wackt and diabase, the last occurring in the form of a crescent-shaped ridge, which 
rises in places about 200 feet above the level of Trout lake.

A number of years ago, two shafts were sunk in the diabase to depths of 
45 and 55 feet on a strong calcite vein containing pockets of massive arsenides 
of cobalt and nickel. To explore further this and other veins, an adit was driven 
recently from the foot of the ridge near Trout lake on L.0.3 in an easterly direc 
tion until the vein discovered on the surface was reached. Drifting on this 
vein has been proceeded with to a point directly beneath the most easterly shaft 
and a cross-fracture was followed to the southeast until the opposite wall of the 
diabase in contact with quartzite was reached. . In addition to the main vein, 
several others were encountered in the tunnel, the principal vein mineral being 
calcite, often accompanied by masses of pale green actinolite. The main vein 
follows a very irregular fracture in which the calcite frequently bulges to a width 
of two feet or more. Seventy feet from the end of the drift, there is a short 
shoot of arsenides of cobalt, nickel, and iron, which occur mixed with calcite 
in masses up to ten inches in width. The strike of this vein, although varying 
considerably, is in general parallel to the edge of the diabase mass, while the 
dip is vertical in some places and ste'ep to the southwest in others. In the adit, 
the vein is situated about 60 feet from the contact.

Scale 160 Feet to l Inch 
Massive arsenides. *.0 0 l60

Plan of adit, Crescent Silver Cobalt Mining Company, Limited, claim L.O.3, Trout lake.

Both walls of the diabase, as seen in the tunnel and on the surface, appear 
to form approximately vertical contacts with the enclosing quartzite. The 
intrusive mass is, therefore, more like a dike than a sill, although it might assume 
a more nearly horizontal attitude at a lower horizon. The width of the dike is 
415 feet as shown in the mine workings.

The rock encountered near the mouth of the adit is slate-like greywackfi, 
which dips at an angle of 10" E., up to a point about 40 feet away from the diabase, 
where it.is replaced by crushed quartzite. As the diabase is approached, the 
quartzite becomes darker in colour due to impregnation with basic materials 
from the diabase magma.
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1

CRESCENT SILVER COBALT MINING CO. LTD.
LOT 24

Burrows ODM vol. 35, pt. 3, 1926 pplOl

dipping Dec. 8, 1923
"Pronounced fault vein exposed by stripping for lengtl' of

2000 ft on surface. Upwards to 3' wide has given native silver

in several places.

dipping March l, 1924

"Property was formerly known as the Primo Silver." .



1925

P.P.M.VOL.35. Pt.lt 1926, P-1U6.

Operations on the Trout lake property of Crescent Silver Cobalt Mng 

Co. were carried on for part of the summer. Drifting was done from the 

adit at a point 550' from the entrance, and had proceeded by Sept. for 

a distance of 208' to the south and 85' to the north.

l 9 2 If

O.D.M.VQL.'-^, Pt.l, 1925. P-136

The adit was davanced some 300' to a total of 700' 0 Operations 

were suspended in Nov.-

-1923

O.D.M.yOL..VU Pt.y, 192*f, P-71

An adit was driven 380' into the face of the hill towards a vein 

on which 2 shafbs had. prviously been sunk to a depth of 50 1 . A 15 1 

x-cut was driven on the ^J? 1 level in one of these shafts. Some 

buildings erected.
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WORK PROGRAM

After prospecting and mapping old surface workings along almost 

2,000 feet of strike length, it was decided to clean out and drill 

and blast fresh exposures adjacent to two old shafts. In one 

shaft, massive sulphides could be observed, while the other (shaft 

#2) was full of water.

Trench #1 was cleaned out from the end of an old pit to expose 

fresh rock, and drilled and blasted and cleaned out again. A new 

trench was exposed 4 meters long by 2 meters wide by 2 meters deep. 

This trench starts 35 metres southwest of Shaft #1.

Trench #2 begins 15 meters along strike from Shaft #2 and is 2.5 

meters deep by 2 meters wide and 10 meters long.

EQUIPMENT USED

l Husqvarna chainsaw, model 35
l Husqvarna brushsaw, model 235
l Pionjar gas plugger, model 120
l Yamaha 4x4 "big bear" model 350 with trailer
l Yamaha 3 wheel ATV model 200E
1 14 ft. aluminum boat with 20 hp. outboard
2 16 ft. canoes fastened together to create a barge

 to ove ATV's over water 
2 shovels 
2 picks 
l mattox 
l adze



- 12 -

Date 

1997

May l
2
3
3
4
5
6
7
8
9

10
11
12
13
14
15
16
17
18
19
20
21
22
23
24
25
26
27

Work Area

Bay Lake 
Portage 
trail to work 
SW of Shaft #1

Pit #97-1 
Pit #97-2 
Trench 97-2

M 

II 

II 

II

II

along vein 
M ii

NE of Shaft #2 

Pit #97-2

WORK LOG

Type of Work

mobilize equipment to portage
mobilize equipment to Trout Lake
mobilize equipment to shaft #1
cleaning out pit
shovelling out pit #97-1
cleaning out overburden
pick k shovel
drilling
drill s blast
mucking out
mucking out
mucking out
muck out fc wash down
prospecting t probing

shovelling out old pit 
H ii

cleaning out
drilling
drilling fc blasting
muck out 

ii n
drilling 
drill 6 blast 
muck out 
muck out 
demobilize

No. of 
Persons

2
2
2
2
2
1
1
1
1
2
2
2
1
1
1
1
2
2
2
2
1
1
1
2
2
2
1
1

12
12
4
8

10
12
11
12
12
10
12
8

12
12
12
10
10
12
12
10
12
12
12
10
12
8

12
14

Harold Watts 
Carolyn Davis

PERSONNEL

May l to May 27 
May l to May 26

305 hours 
150 hours

EQUIPMENT AND PERSONNEL COSTS

Pionjar Plugger 26 days   $30.00/day 
Harold Watts, Lie. #33322 305 hours @ $15.00/day 
Carolyn Davis, Lie. #036748 150 hours @ $15.00/day

$ 780.00
^ 4,575.00
$ 2,250.00
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CONCLUSIONS AND RECOMMENDATIONS

The properties lies in the Cobalt silver-cobalt area of 

Ontario, the diabase sill which hosted the area of the camp in 

contact with the sediments. There are several strong faults on the 

property. The surface and underground showings on the property 

contain smalltite, niccolite, silver and gold in strong fracturing.

The property has real merit and it is recommended that:

1. A picket line grid be cut and geophysics completed to show 

continuity of any of the present showings.

2. Geological mapping be completed.

3. The portal be rehabilitated and the addit be retimbered to 

facilitate sampling of underground workings.

4. Surface and underground diamond drilling should be considered 

as a follow-up to geophysics.

Respectfully submitted 

May 27, 1997
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PROGRAM OCI O 6

REOS
After prospecting and mapping old surface

2,000 feet of strike length, it was decided to clean out and drill 

and blast fresh exposures adjacent to two old shafts. In one 

shaft, massive sulphides could be observed, while the other (shaft 

#2) was full of water.

The three days' prospecting were spent probing overburden, 

searching for outcrops along strike southwest of old shaft #1. One 

old trench was discovered over the property boundary near the road 

to the southwest. No other trenches were discovered in between. 

Overburden encountered was too deep to consider new trenching to 

locate a westward extension of the vein system. All of the rocks 

encountered along this line of strike were diabase.

Shaft #1 shows a vein approximately 2-1/2 metres wide. 

Approximately 20 feet below the surface can be seen considerable 

cobalt bloom (erythrite).

Trench 97-1 was cleaned out from the end of an old pit to expose 

fresh rock, and drilled and blasted and cleaned out again. A new 

trench was exposed 4 meters long by 2 meters wide by 2 meters deep. 

This trench starts 35 metres southwest of Shaft #1.

Trench 97-2 begins 15 meters along strike from Shaft #2 and is 2.5 

meters deep by 2 meters wide and 10 meters long.



All of the rocks in the area of all of the trenches, old and new, 

are diabase. Trench 97-1 shows pyrites and other sulphide 

minerals. Trench 97-2 showed a considerable amount of cobalt 

bloom.

EQUIPMENT USED

l Husqvarna chainsaw, model 35
l Husqvarna brushsaw, model 235
l Pionjar gas plugger, model 120
l Yamaha 4x4 "big bear" model 350 with trailer
l Yamaha 3 wheel ATV model 200E
1 14 ft. aluminum boat with 20 hp. outboard
2 16 ft. canoes fastened together to create a barge

 to ove ATV's over water 
2 shovels 
2 picks 
l mattox 
l adze



Ministry of
Northern Development
and Mines

Declaration of Assessment Work , 
Performed on Mining Land \r\|
Mining Act, Subsection 65(2) end 66(3), R.S.O. 1990

Transaction Number (office use)

po sif
Research (mSAssessment Files Imaging

l Information collected on t 
rMlnlng Act, the Information Is a publ 
Questions about this collection si 
933 Ramsey Lake Road, Sudbury,

Mining Act. Under section 8 of the 
ispond wtth the mining land holder, 
/etopment and Mines. 6th Floor,

31M05SW2001 2.17371 COLEMAN 900

Instructions: - For work performed on Crown Lands before recording a claim, use form 0240. 
- Please type or print in ink.

1. Recorded holder(s) (Attach a list if necessary)
Name 

CAROLYN J. DAVIS
Address 

R. R. #2

Hawkestone, Ontario LOL 1TO
Name

Address

Client Number
124359

Telephone Number
705-487-3523

Fax Number

Client Number

Telephone Number

Fax Number

2. Type of work performed: Check ( v ) and report on only ONE of the following groups for this declaration.

D Geotechnical: prospecting, surveys, 
assays and work under section 18 (regs)

Physical: drilling, stripping, 
trenching and associated assays Rehabilitation

Work Type

Dates Work 
Performed

trenching prospecting 

^
From 01 i 05 97 To 27 d?l 97

Dty | Month YMT Diy Month YMT
Global Positioning System Data (if available) Township/Area

Coleman
M or Q-Plan Number

G-3418

Office Use
Commodity

Total S Value of ^ . s- 
Work Claimed 7 OD s*

NTS Reference

Mining Division

Resident Geologist 
District

Please remember to: - obtain a work permit from the Ministry of Natural Resoi
- provide proper notice to surface rights holders before
- complete and attach a Statement of Costs, form 0212;
- provide a map showing contiguous mining lands that a
- include two copies of your technical report.

rees as required:i v E D
e linked for assigning work

JUN o 6 1997 '~

MINING LANDS BRANCH 
3. Person or companies who prepared the technical report (Attach a list If nedessary) ——"~"~"~
Name 

Harold A.
Address 

R. R. #2,
Name

Carolyn J
Address 

R. R. #2,

Watts

Hawkestone, Ontario LOL 1TO

. Davis.

Hawkestone, Ontario LOL 1TO
Name

Address

Telephone Number
705-487-3523

Fax Number

Telephone Number 
705-487-3523

Fax Number

Telephone Number

Fax Number

4. Certification by Recorded Holder or Agent—————————r~r——:—T--—~
i. Carolyn J. Davis , do hereby certify that l have personal knowledge of the facts set

(Print Name)
forth in this Declaration of Assessment Work having caused the work to be performed or witnessed the same during 
or after its completion and, to the best of my knowledge, the annexed report is true.
Signature of

i f
Date

May 28, 1997
Agent's Address/  ^

R. R. 12, Hawkestone. Ontario
Telephone Number 

705-487-3523
Fax Number

0241 (02/96) 3Co A7



5*.. Work to be recorded and distributed, 

this form.

Work can only be assi tp cla hw \
^^X^

^u*.

•a
eg

eg

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

Cle** Number.. Or If .
— gAflft^ nn -— Jt-^--. AflStlltlA

NLDPKJR^ ' ,
d on ,me claim map. .

TB 7827

1234567

1234568

1151271

'

Number of Claim
1 IM.UM CMV Mthn*

mining landt ll*t :.
hectares, , ,, .,.

-: - . -

16 ha

12

2

5

Column Total*

Value of wort

claim or other,, 
mlnlQg lan^. ,. . f

- . W- ,v.

S26. 825

C :b'; JX) - o" -

S 8, 692

9,005.00

A

9,005.00

Value of work
appneo lo tnia

..claim.

: - -r'

N/A

' ^•••984^00- '

S 4,000

9,005.00

-

2

9,005.00

—————— ̂ w 
Value of work^Sw
eeetgnejQ to other 
mining claim*. ,

. . .,,

*24,000

,^- o --\

0

0

.L -LJ V

R e r* P i c. o c i

JUN 06

MINING LANDS

0

NOi^T- \Miik^ \^^i
S2,825

0

S4.892

0

i
' 1

V^-D-

997 ?

BRANCH

0

l, Carolyn J. Davis , do hereby certify that the above work credits are eligible under
(Print Full Name)

subsection 7 (1) of the Assessment Work Regulation 6/96 for assignment to contiguous claims or for application to 
the claim where the work was done.

ir or Agent Authorized in WritingSignature of Date
May 28, 1997

6. Instructions for cutting back credits that are not approved.

Some of the credits claimed in this declaration may be cut back. Please check ( ^ ) in the boxes below to show how
you wish to prioritize the deletion of credits:

G 1. Credits are to be cut back from the Bank first, followed by option 2 or 3 or 4 as indicated. 
D 2. Credits are to be cut back starting with the claims listed last, working backwards; or 
D 3. Credits are to be cut back equally over all claims listed in this declaration; or 
D 4. Credits are to be cut back as prioritized on the attached appendix or as follows (describe):

Note: If you have not indicated how your credits are to be deleted, credits will be cut back from the Bank first, 
followed by option number 2Jf necessary. ^ , .., , )? . .H .- , '

n -tt-



iment Statement of Costs 
for Assessment Credit

Transaction Number (office us*)

i collected on this form Is obtained under the authority of subsection 6(1) of the Assessment Work Regulation 6/96. Under 
r j Mining Act. the Information is a public record. This information will be used to review the assessment work and correspond with 
, land holder. Questions about this collection should be directed to the Chief Mining Recorder, Ministry of Northern Development and 

6th Floor. 933 Ramsey Lake Road, Sudbury, Ontario. P3E 6B5.

S .17o7 i
Work Type

PROSPECTING

MAPPING

ramj.TNr: z BLASTING

SHOVELLING

Units of Work
Depending on the type of work, list the number 
of hours/days worked, metres of drilling, kilo 
metres of grid line, number of samples, etc.

24 hours

10 hours

100 hours

251 hours

Associated Costs (e.g. supplies, mobilization and demobilization).

PLUGGER RENTAL

EXPLOSIVES, DRILLS, BITS, GASOLINE, DETONATORS,

FUSES, OIL FOR PLUGGER, OUTBOARDS, PROPANE FOR

COOKING, ETC.

MDBILIZATION S DEMDBILIZATION -70 hours

Transportation Costs

750 kms @ $0.30

Food and Lodging Costs

.W^V W ~— W 1

Cost Per Unit 
of work

$15./

?15./

S15./

S15./

$15./

?15./

R e p c l upd V-/ c: i v t.

JUN o 6 1997

MININfi LANDS BRAN

Total Value of Assessment Work

J " A 
Total Cost

360.

150.

1,500.

3.765.

780.

575.

1,050.

e-
600.

:H

9,005.00

Calculations of Filing Discounts:

1. Work filed within two years of performance is claimed at 1 QOafa of the above Total Value of Assessment Work.
2. If work is filed after two years and up to five years after performance, it can only be claimed at 5007o of the Total 

Value of Assessment Work. If this situation applies to your claims, use the calculation below:

TOTAL VALUE OF ASSESSMENT WORK x 0.50 - Total S value of worked claimed.

Note: v
- Work older than 5 years is not eligible for credit.
- A recorded holder may be required to verify expenditures claimed in this statement of costs within 45 days of a 
request for verification and/or correction/clarification. If verification and/or correction/clarification is not made, the 
Minister may reject all or part of the assessment work submitted.

Certification verifying costs:

l, Carolyn J. Davis ______ , do hereby certify, that the amounts shown are as accurate as may
(please print full name)

reasonably be determined and the costs were incurred while conducting assessment work on the lands indicated on

the accompanying Declaration of Work form as recorded holder________________
(recorded holder, agent, or state company position with signing authority)

to make this certification.

l am authorized

0212 (02/96)

Signature Date

May 28, 1997



Ministry of
Northern Development
and Mines

Mlnlstere du 
Developpement du Nord 
et des Mines Ontario

March 13, 1998

CAROLYN JUNE DAVIS 
1384 LINE 10 NORTH, R.R. #2 
HAWKESTONE, Ontario 
LOL-1TO

Geoscience Assessment Office 
933 Ramsey Lake Road 
6th Floor 
Sudbury, Ontario 
P3E 6B5

Telephone: (888)415-9846 
Fax: (705) 670-5881

Dear Sir or Madam:

Subject: Transaction Number(s):

Submission Number: 2 .17371

Status
W9780.00571 Approval After Notice

We have reviewed your Assessment Work submission with the above noted Transaction Number(s). The 
attached summary page(s) indicate the results of the review. WE RECOMMEND YOU READ THIS 
SUMMARY FOR THE DETAILS PERTAINING TO YOUR ASSESSMENT WORK.

If the status for a transaction is a 45 Day Notice, the summary will outline the reasons for the notice, and any 
steps you can take to remedy deficiencies. The 90-day deemed approval provision, subsection 6(7) of the 
Assessment Work Regulation, will no longer be in effect for assessment work which has received a 45 Day 
Notice.

Please note any revisions must be submitted in DUPLICATE to the Geoscience Assessment Office, by the 
response date on the summary.

If you have any questions regarding this correspondence, please contact ur office by e-mail at or by 
telephone at (705) 670-5841.

Yours sincerely,

ORIGINAL SIGNED BY
Blair Kite
Supervisor, Geoscience Assessment Office
Mining Lands Section

Correspondence ID: 12015 

Copy for: Assessment Library



Work Report Assessment Results

Submission Number: 2 .17371

Date Correspondence Sent: March 13, 1998 Assessonur office

Transaction First Claim 
Number Number

W9780.00571 1151271 

Section:

9 Prospecting PROSP
10 Physical PTRNCH

Township(s) l Area(s)

COLEMAN

Status

Approval After Notice

Approval Date

October 08, 1997

Correspondence to:
Resident Geologist 
Kirkland Lake, ON

Assessment Files Library 
Sudbury, ON

Recorded Holder(s) and/or Agent(s):
CAROLYN JUNE DAVIS 
HAWKESTONE, Ontario

Page: 1
Correspondence ID: 12015



Distribution of Assessment Work Credit

The following credit distribution reflects the value of assessment work performed on the mining land(s).

Date: March 13,1998 

Submission Number: 2 .17371

Transaction Number: W9780.00571

Claim Number Value Of Work Performed

1151271 8,750.00

Total: $ 8 ,750.00

Page: J

Correspondence ID: 12015
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