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REPORT ON THE 2003 PROSPECTING A MAPPING PROGRAM
ON THE LASKOWSKI PROSPECT 

GLOBEX MINING ENTERPRISES INC. 
LARDER LAKE MINING DIVISION 

PACAUD TOWNSHIP, ONTARIO

INTRODUCTION

At the request of Jack Stoch a prospecting and geological mapping program was 
performed in July 2003 on the Laskowski Prospect of Globex Mining Enterprises Inc. in 
Pacaud Township, Larder Lake Mining Division, Ontario. The Globex property contains 
the Main and West Occurrences of the Laskowski Au-Ag Prospect in the northeast corner 
of claim 3004148 and old trenches are thought to be located near the creek 300 meters to 
the west. Geologist J. Kirwan quoting A.D. Pantalone's 1981 B.Se. thesis, indicates that 
the Laskowski Prospect lies within a 10 to 12 km. long and 100 meter wide breccia zone 
of tonalite and quartz veining in the Round Lake batholith. High Au and Ag values, of up 
to 1.50 oz/ton Au and 6.38 oz/ton Ag, have been reported in samples of the Main 
Occurrence and drilling in 1979 by Long Lac Mineral Exploration may have intersected 
mineralized quartz and kimberlite dykes.

The purpose of the 2003 exploration program was to delineate the locations of the 
old excavations and drill holes, prospect these in detail while mapping the outcrops, 
structure, veining and mineralization in an attempt to better define and extent the limits of 
the veining and mineralization and to delineate kimberlite dykes in surface exposures.

PROPERTY DESCRIPTION

The Globex Mining Enterprises Inc. property is comprised of 2 contiguous mining 
claims, 3004147 (4 units) and 3004148 (6 units), covering approximately 155 hectares 
(10 units) in lot 10, concessions l and 2 in the southwest corner of Pacaud Township. A 
patented claim cuts a slice out of the northeast corner of the southern claim, 3004148. 
These 2 claims are registered in the name of Globex Mining Enterprises Inc., 146-14* 
Street, Rouyn-Noranda, Qc., J9X 2J3.

The 2 claims are forest covered with spruce, balsam, pine and second growth 
poplar. A tributary of the Blanche River flows north and east through the western side of 
the property. Outcrop exposure over the eastern '/2 of the 2 claims is fair to good with the 
larger outcrops exhibiting a gradual topographical relief of 25 meters. The Trans Canada 
gas pipeline strikes southeast across the southwestern corners of the property and 
telephone and hydro lines lie along the highway that bisects the northern claim in a 
southeast direction.



LOCATION AND ACCESS

The towns of Kirkland Lake and Englehart are located 18 and 14 km. north and 
southeast of the property, respectively. Provincial Highway 11 trends southeast across the 
northern claim. Kirkland Lake can be reached by taking Highways 11 and 112 and 
Englehart lies on Highway 11 to the southeast. Highway 573 north to Highway 11 lies 
0.8 to 1.2 km west of the western boundary and a secondary road trends west to west- 
southwest, 300 meters to the south. The house and buildings of Hans and Greta 
Laskowski are located west of the highway on private and patented property 100 meters 
east the northeast boundary of claim 3004148. Two bush roads starting on the Laskowski 
property cross the northeastern corner of claim 3004148.

PREVIOUS WORK

Most of the past work on the property has been concentrated in the 1970's and 
1980's. Because the claims were brought into lease, records of past work are incomplete. 
The Ontario Ministry of Natural Resources Ontario Geological Survey Preliminary Map 
P.2022, Pacaud Township, scale 1:15,840 (1979) shows the extent and positions of pre 
1979 work performed in the area.

A summary of these records is presented below:
- Early 1970 to 1984: Hans Laskowski first prospected and staked the area in the 

early 1970's. He stripped, blasted and trenched quartz veins/stringers and 
drilled 3 holes on the present day Globex claims. The Main and West 
Showings were trenched and 2 drill holes are thought to be located within 
10 meters of the Main Occurrence and the third hole was collared between 
the Main and West Occurrences. Map P. 2022 also defines the locations of 
trenches 400 meters west-southwest and 100 to 200 meters east to 
southeast of the Main Occurrence, near the bend in the creek and 
boundary with the claims to the east, respectively. On the patented wedge 
east of the northeast corner of claim 3004148, a fourth drill hole was 
collared approximately 20 meters east of the property.

- 1974: H. Hamelin excavated trenches near the east bank of the creek, approxim- 
300 meters southeast of post 4 of claim 3004148.

- 1979: Long Lac Mineral Exploration Limited established a grid over the areas 
trenched by Laskowski, sampled mineralization, performed magnetic 
surveying and drilled 4 holes (RL-79 l to RL-79 4) totaling 342.4 meters. 
No assay results or drill logs were found but personal communication with 
employees on this project suggests that dykes intersected in the drilling 
were of kimberlitic origin.

- 1980: Kerr Addison Mines performed magnetic and IP geophysical surveying a- 
cross the showings.

- 1981: A.D. Pantalone wrote a B.Sc. thesis for the University of Ottawa describ 
ing the Laskowski Showings.



- 1984 & 1985: Gilrow Resources Inc. sampled the showings.
- 1985: Les Ressources Yorbeau Inc. sampled the showings.
- 1985: J. Kirwin of Earth Resource Associates collected 3 samples and wrote a 

compilation report on the Laskowski Au-Ag Showings.
- 1986: Queenston Gold Mines sampled the showings.
- 1986: Jogrem Resources Ltd. had Exsics Exploration Ltd. perform ground VLF, 

magnetic and horizontal shootback geophysical surveying over the area of 
the showings.

GEOLOGY AND MINERALIZATION

The property is located in the south-central part of the Abitibi Volcanic Belt of the 
Superior Province of the Canadian Shield. The Abitibi Volcanic Belt extends for nearly 
550 km. in a west-east direction, from Timmins to Chibogamau. It is a host to a variety of 
precious and base metal deposits, including deposits within the historic Timmins, 
Kirkland Lake, Noranda, Val d' Or and Chibougamau mining camps.

The Abitibi Volcanic Belt is composed of a complex assemblage of interbedded 
volcanic and sedimentary rocks intruded by a variety of intrusives, from ultrabasic to 
granitic in composition. The rocks are Archean in age and have been metamorphosed to 
the greenschist facies. Numerous late Precambrian diabase dykes cut the formations of 
the belt. The rocks generally strike east-west, have a vertical to sub-vertical dip and are 
highly folded and faulted. Geological interpretation of the belt is complicated because of 
the wide scattering of the rock exposures and the complex structural relationships.

The only government map found showing the area encompassing the Globex 
claims is the Ontario Geological Survey regional compilation map 2205, Timmins- 
Kirkland Sheet, scale l inch equals 4 miles (1973). The data plotted on this map indicates 
that the property is located in the eastern part of the Round Lake batholith, one of the 
largest intrusions in northeastern Ontario (80 km. in length and 40 km. in width). K. D. 
Lawton in the Ontario Department of Mines report on the Geology of Boston Township 
and Part of Pacaud Township, Volume LXVI, Part 5, 1957, describes the northern part of 
the batholith as being comprised of uniform quartz diorite-oligocase granite and a 
younger aged hornblende granite. The 2 claims are situated approximately 10 km from 
the eastern and northern boundaries of the batholith. Lamprophyre dykes and irregular 
shaped bodies have been mapped in and adjacent to the intrusive bodies in the area. 
Thirteen km. to the northeast, a mica rich lamprophyre, over 15 meters in width has been 
discovered intruding the Round Lake batholith. Along the boundaries of the batholith 
strong shearing has been observed and numerous occurrences of Au, Au-Ag, Cu, Cu-Zn 
have been discovered near the eastern periphery of the batholith, within 15 km of the 
Globex property.

The Laskowski Au-Ag occurrences are located in the northeast corner of claim 
300418. The Main Occurrence has been excavated by long trench and large pit while 
smaller workings have been blasted into the West Occurrence, 75 m. to the west. Accord-



ing to the B.Sc. thesis of A. D. Pantalone the occurrences are situated in a mineralized 
portion of a 10 to 12 km. long and 100 meter wide zone of brecciated and quartz veined 
tonalite in the Round Lake batholith.

The results of past sampling of the Laskowski trenches on the Main Occurrence 
have proven that the sulphide bearing quartz veins contain high concentrations Au and 
Ag, including:

- Gilroy Res. Inc. (1984 fe 1985): Au and Ag assays trace to 1.50 oz/ton 
and trace to 6.38 oz/ton.

- Les Resources Youbeau (1985): 0.25 oz/ton Au across 4.5 meters in the 
dynamited face of the large pit of the Main Occurrence and 0.19 oz/ton Au in a 
sample that was ball milled.

- Queenston Gold Mines (1986): 0.03 to 0.775 oz/ton Au and 0.08 to 3.378 oz/ton 
Ag in quartz veining, wallrock and dump material at the Main Occurrence.

J. Kirwan in his 1985 report indicates that the 1979 Long Lac Minerals 
Exploration drill holes intersected mineralization, but no assay results or drill logs have 
been uncovered. The dykes intersected in these holes are supposed to be kimberlites.

WORK PERFORMED AND METHODS USED

Prospecting

Between July 5 and 9, 2003, Robert Campbell (# K22203) spent 5 days 
performing reconnaissance and detailed prospecting on the 2 Globex claims. 
Approximately 6.5 km. reconnaissance prospecting was traversed between July 5 and 7 in 
the central parts of the 2 claims, encompassing the areas of the old workings and drill 
holes shown on O.G.S. Map P.2202. These traverses were compassed and paced using a 
GPS unit and topographic and claim map as control.

Once the old workings were located, a detailed flagged grid was established in the 
north east part of claim 3004148, over an area of approximately 14 hectares and 
prospecting performed using the grid lines for control on July 8 and 9. This grid covers 
the area of the Main and West Occurrences, the approximate positions of the 7 old drill 
hole collars and the locations where the supposed kimberlite dykes in the 4 Long Lac 
holes would outcrop. A baseline was established at azimuths of O and 180 degrees from 
the south end of the north-south trench at the Main Occurrence. Crosslines were run east- 
west at 25 and 50 meter intervals along the baselines. The 3.775 km. of lines were 
compassed and well flagged with stations marked at 25 meter intervals.

While prospecting: all topographical features, vegetation and overburden type 
were noted and the positions of observed claim lines, posts, roads, trails, hydro lines, 
outcrop exposures, quartz veining, mineralization, old workings and drill hole collars 
were determined. The results of the reconnaissance prospecting, including the 
prospecting traverses, are presented on Figure l at a scale of l :5000. The flagged grid 
lines and the data collected while performing the detailed prospecting over the Main and 
West Occurrences are shown on Figure 2 at a scale of l: l ,000.



Geological Mapping and Sampling Program

A total of 5 days (July 5 to 9, 2003) spent mapping and sampling on the Globex 
Property. All outcrops, boulders, structures, deformation, quartz veins/stringers and old 
workings observed while prospecting were mapped. Nine rock samples were collected, 
including 5 samples of outcrop (4 chip-channel samples and l grab) and 3 of float/rubble. 
The samples were transported to the Expert Laboratory in Rouyn-Noranda and assayed 
for Au.

The results of the geological mapping and sampling are plotted on 3 maps: Figure 
l on a reconnaissance scale of 1:5,000; Figure 2 covering the gridded area around the 
occurrences at a scale of l:l,000: and Figure 3 including the Main Occurrence at a scale 
of l :200. Sample descriptions and the assay certificates are presented in appendices l and 
2, respectively.

RESULTS AND INTERPRETATION

Prospecting

During the first three days of prospecting, July 5, 6 and 7, the locations of the 
Laskowski Occurrences were found and traverses were run in the western parts of the two 
claims. Near the creek in claim 3004148, the area was prospected in an attempt to outline 
the positions of the trenches shown on map P.2022. Granitic outcrops were found 
containing small, less than 3 cm. wide, east trending quartz veins but evidence of old 
trenching wasn't seen. A large granite outcrop extends southward from the central part of 
claim 3004147, crossing the southern boundary. A 1.5 to 3 meter wide bull white quartz 
vein was exposed by old trenching and stripping for a length of nearly 100 meters along 
the northern edge of the outcrop. Approximately 120 meters to the south, two exposures 
of 0.3 meter wide white quartz veins trend east, 80 meters apart. Smaller outcrops lie 
south of the large exposure and an outcrop of granite is exposed near the creek, west of 
the highway, 300 meters to the north. The # 2 post of claim 3004147 and the line post 
400 meters southwest of post l of claim 3004148 were located. While prospecting, four 
old posts were discovered in the central part of claim 3004147 and near the creek in the 
northwest corner of claim 3004148. The Laskowski buildings are situated 100 meters east 
of the property and an old casing was found in the yard near the eastern boundary of 
3004148. A 1.5 by 3 meter pit, approximately 2 meters deep, has been excavated in 
ultramafic rocks, 50 meters east of the property.

The area of the Main and West Laskowski Occurrences were prospected in detail 
on July 8th and 9th using the flagged grid lines and marked stations as references. All 
outcrops and old workings were found with most of the traverse lines spaced at 25 meter 
intervals or less. Exposures of granite are common north of line 0+75S, with large 
outcrops along the eastern boundary and near tieline 1+25 W. The old workings forming 
the Main and West Occurrences are located 60 to 90 meters apart in a west to west- 
southwest direction. Trails from the Laskowski property provide good access to the Main 
Occurrence.



The Main Occurrence occurs within a stripped outcrop that has been excavated by 
trenches and a large pit. The outcrop exposures are granite that is intruded by a northwest 
striking ultramafic dyke, 10 meters west of the baseline. A l to 1.5 meter wide and up to 
l meter deep trench trends south along the baseline for 31 meters. Most of the bottom of 
this trench is filled with a thin layer of overburden. At the north end of this trench a large, 
5 to 7 meter wide and 3 to 5 meter deep, pit has been blasted to the west for 25 meters. 
This pit is filled with l to 2 meters of water and a large pile of blasted rubble covers the 
outcrop north of the pit. Two small water and overburden filled trenches lie south of the 
long south trending trench. Numerous quartz veins and stringers are exposed in the large 
trench and surrounding outcrop.

Four pits and two trenches lie along the boundaries or in granite outcrops at the 
West Occurrence, 75 to 100 meters west of the baseline. Most of these excavations are 
now overburden and rubble filled, but a 0.6 meter wide northwest striking vein is exposed 
along the edge of the southern most pit. In the larger outcrop to the north, quartz stringers 
that strike east-northeast to northwest appear to be the targets of the old excavations.

Except for the quartz veins and stringers uncovered near the occurrences, the only 
vein exposed in the gridded area lies near tieline 1+25W, north of line 0+75N. This bull 
white vein is 0.6 meters wide and strikes to the north. Small quartz boulders were 
discovered at 2 locations in the northern part of the grid.

Luckily, two old drill casings from the 1979 Long Lac Minerals program of 
diamond drilling were found. Because of the heavy second growth cover of bushes on the 
property, the other two 1979 casings and the old Laskowski drill hole locations were not 
found. Hole RL-79-1 is located at 0+08S and 0+33E drilled west-northwest towards the 
south end of the large trench of the Main Occurrence and the ultramafic intrusive. The 
position of the lower intersection of a possible kimberlite dyke, on the plotted drill 
section for hole RL-79-1, corresponds to the location of the ultramafic intrusive in 
outcrop. The casing for Hole RL-79-3 also drilled west-northwest azimuth, is collared 3 
meters east of the baseline at 1+42S. No outcrop is exposed along the horizontal 
projection of hole RL-79-3. Old posts lie at 0+70W on and near line 1+50S.

Most of the property traversed is forest covered by spruce balsam and small 
bushes of second growth poplar and maple. Larger poplars grow in the area of the 
occurrences and pine trees are found on top of the large outcrop exposures. A thin layer 
of overburden, mostly clay, covers the areas not containing the outcrop exposures.

Geological Mapping and Sampling

Two rock types, granite of the Round Lake batholith and a small intrusion of 
lamprophyre were mapped on the property. The fine to medium-grained granite is mostly 
massive and homogeneous and varies in color from grayish white to gray on the 
weathered surfaces and from grayish white to white to pink on the fresh surfaces. The 
granite is mostly composed of quartz and feldspar and generally contains less than \Vo 
fine-grained disseminated sulphides. Except for brecciation, minor shearing and sericite 
alteration observed at the Main Occurrence and the brecciation along the margins of a 
large quartz vein in the central part of claim 3004147, deformation and alteration was 
rarely found in the granite outcrops.
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In the north end of the large trench and at the southeast corner of the pit forming 
the Main Occurrence the granite is highly brecciated and slightly sheared, with the 
deformation appearing to continue to the north into the water filled pit. Sericite alteration 
was observed along the shears. A 4.0 to 5.0 meter wide zone of quartz stringers and small 
pods within the brecciated granite is exposed at the north end and along the sides of the 
trench. These stringers predominately strike 180 to 183 degrees and dip steeply to the 
west but northwest striking stringers also cut the south trending stringers at the north end 
of the trench. The zone of stringers continues to the south for 13 meters, mainly exposed 
along the sides of the trench, with the degree of brecciation and number of quartz stringer 
decreasing southward. At the south end of the trench, only a 0.04 to 0.1 meter wide 
stringer is exposed in relatively homogeneous granite. Because of the water in the large 
pit and the steep sides of this excavation, it wasn't possible to map this pit. The granite 
outcrop west of the trench contains numerous small stringers.

The granite along the margins of the 1.5 to 3 meter wide bull white quartz vein 
uncovered in old trenches and stripped outcrop in the central part of claim 3004147 is 
strongly brecciated, grading outward to a stockwork and then to a weakly fractured 
granite with quartz in the fractures. No sulphides were visible in this vein or surrounding 
granite.

Lamprophyre was discovered at two places, at the Main Occurrence, 10 meters 
west of the baseline and on the patented Laskowski property, approximately 50 meters 
east of the Globex property boundary. At the Main Occurrence, a fine-grained 
lamprophyre dyke is exposed across an area of less than 5 meter and along a length of 9 
meters. An irregular contact with the granite, to the south, strikes northeast. On the fresh 
surface the grayish beige matrix contains black flecks, weathering to a rusty brown to 
beige color. This massive and homogeneous lamprophyre contains 60 to 70*M) biotite, up 
to 3007o plagioclase and Wo disseminated sulphides, is non magnetic and is non reactive 
with HC1. East of the property, a second fine-grained, massive and homogeneous 
lamprophyre dyke is exposed in a an old pit excavated by Hans Laskowski. This dyke is 
gray to black on the fresh surface, weathering to a purplish black color and is non 
magnetic. It reacts with HC1 and contains no visible sulphides.

The orientation of the quartz veins and stringers on the property is highly variable. 
Except for the stringers of the Main Occurrence and rubble found near trenches at the 
West Occurrence the sulphide content is nil in the bull white veins and stringers. 
Descriptions of the exposures of veins and stringers are presented below:

Main Occurrence: predominately striking north-south with numerous stringers 
trending northwest in the breccia zone at the north end of the trench. Small 
northeast trending stringers cut granite in the surrounding outcrop. The 
brecciated granite and quartz stringers contains up to 3*Yo sulphides, mainly 
pyrite with less than G.05% chalcopyrite and trace amounts of galena and 
bornite. Sulphide content decreases in southward along strike with no sulphides 
observed in the stringer at the south end of the trench. It appears that the breccia 
zone containing the mineralized quartz stringers doesn't extent to the east, west 
or south. To the north the outcrop is covered by rubble. A 0.6 meter wide 
subvertical, barren bull white quartz vein also strikes 010 degrees along tieline



1+25 W at 0+85N, 120 meters to the west-northwest.
West Occurrence: 3 preferred orientation, steeply dipping stringers striking 070 
to 080 degrees and flat lying stringers and small lenses trending 020 to 040 
degrees in the outcrop near line 0+25S and a 0.6 meter wide vein in a trench at 
0+60S and stringers in outcrop at 0+1 ON that strike 140 to 145 degrees. The 
vein and stringers in outcrop contain no visible sulphides, but quartz rubble near 
one of the trenches contains trace amounts of malachite and Wo pyrite. 
Numerous 080 to 090 degree striking bull white quartz veins and stringers 
uncovered at 5 locations on the property. These veins and stringers contain no 
sulphides.

All 8 rock samples were collected in the area covered by the detailed grid with 5 
(61516 to 61519 and 61523) at the Main Occurrence, 2 (61521 and 61522) at the West 
Occurrence and l near tieline 1+25W at 1+25N. At the Main Occurrence 3 samples, 
61516 to 61518 were taken from the trench, sample 61523 from the blasted rubble and 
the fifth from the outcrop of lamprophyre. The 0.6 meter wide chip sample of south 
striking quartz stringers, pods and veinlets and surrounding granite along the west side of 
the trench contained 2 to 3"X* sulphides returned the best Au value, 1873 ppb, obtained at 
the Main Occurrence. This sample was taken at the south end of the zone of quartz 
stringers in the brecciated granite. The 2 chip samples of the exposures of barren to 
slightly mineralized vein south of the breccia zone only contained anomalous 
concentrations of Au, 67 ppb in sample 61517 and 36 ppb in sample 61518. The best 
selected sample of sheared and brecciated granite and quartz veinlets from rubble along 
the north side of the large pit (61523) assayed low in Au, 162 ppb. As expected, the 
amount of gold in the sample of lamprophyre is very low, 12 ppb.

At the West Occurrence, the grab sample of angular quartz rubble (61521) with < 
Wo sulphides, collected at the northwest end of a small trench, contained 2303 ppb Au. In 
a small trench 35 meters to the south-southeast, only 34 ppb Au was found within a 0.6 
meter chip sample of a south-southeast striking quartz vein.

Grab sample 61520 of granite and quartz float, with < Wo sulphides, collected near 
tieline 1+25W at 1+25N wasn't gold bearing, containing only 15 ppb Au.

CONCLUSIONS AND RECOMMENDATIONS

The prospecting program successfully delineated the positions of the old workings 
of the Main and West Occurrences, two 1979 drill casings, claim posts, outcrops and 
quartz stringers and quartz veining. Most of the old trenches at the Au-Ag occurrences 
are filled with overburden and rubble and the large pit at the Main Occurrence is filled 
with water, limiting the amount of exposed quartz veining and mineralization. The old 
trenches shown on OGS map P.2022 near the creek were not found while prospecting, 
but a large, 1.5 to 3 meter wide, quartz vein in claim 3004147 has been exposed by 
stripping and trenching. On the Laskowski property, the location of a large pit was found 
50 meters east of the eastern boundary. The casings for Long Lac Minerals holes RL-79- 
1 and RL-79-3 were mapped, drilling west-northwest towards the Main Occurrence and
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its possible southern extension. The claims have been well prospected in the past, 
probably by Hans Laskowski, with most of the veining found in 2003 having been 
previously exposed.

The rock exposed on the property is granite of the Round Lake batholith that has 
been intruded by a lamprophyre dyke. Most of the granite is massive, homogeneous and 
unaltered, exhibiting little deformation. Brecciation, shearing and sericite alteration was 
observed at the Main Occurrence and minor brecciation and fracturing lies along the 
margins of the large vein on claim 3003147. Numerous examples of quartz veining, 
stringers and lenses cut the granite at various attitudes. The quartz appears to strike in 2 
predominant directions, north-south at the Main Occurrence, northwest at the Main and 
West Occurrences and east-west in bull white veins over most of the rest of the property. 
Lamprophyre dykes are exposed at the Main Occurrence and in a pit on the Laskowski 
property to the east.

At the Main Occurrence the granite was brecciated and minor shearing and 
sericite alteration was observed with slightly mineralized quartz stringers and pods are 
exposed across 4 to 5 meters for 13 meters in the breccia zone. Samples of the breccia 
and quartz contained low concentrations of Au. The breccia zone isn't exposed in outcrop 
to east, west and south, while to the north the outcrop is rubble covered and no evidence 
was found suggesting that the breccia extends farther than the pit and north end of the 
trench at the Main Occurrence. Most of the trenches at the West Occurrence are filled hi 
with the rubble containing small amounts of Au.

It appears that the Main and West Occurrences are localized showings lying 75 to 
100 meters apart along a west to southwest striking axis. Most of the old excavations are 
rubble, overburden and water filled, limiting the exposure and making representative 
sampling difficult. Because of the presence of lamprophyre dykes on and near the 
property and the possibility of the 1979 drill holes intersecting kimberlite dykes the 
potential exists that the lamprophyre and possible kimberlite may contain diamonds. An 
attempt should be made to obtain the 1979 drill logs to confirm the presence of the 
kimberlite intersections. If this is confirmed, a closely spaced grid should be cut, a 
detailed ground magnetic survey performed and the till sampling completed. Any 
anomalies could then be tested by diamond drilling.

Respectively submitted,

July 24, 2003 G. N. Henriksen, 
Masham-La Peche, Qc. B.Sc., P. Geo.

O.G.Q.#451
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Appendix l - Sample Descriptions

# Type Au Assay 

61516 0.6 m. chip-channel 1873 ppb

61517 0.3 m. chip-channel 67 ppb

61518 0.1 m. chip-channel 36 ppb

61519 grab-outcrop 12 ppb

61520 grab-float

61521 grab-rubble

15 ppb

2303 ppb

61522 0.6 m. chip-channel 34 ppb

61523 best selected rubble 162 ppb

Description

granite along the west side of the Main N-S 
Trench: pink, 30^0 quartz as stringers, 
veinlets and pods, 2-3*^ sulphides as fine to 
very coarse-grained subhedral to euhedral 
disseminations
quartz vein at the bottom of the Main N-S 
Trench: white, 2Q07o host grey-white granite, 
trace sulphides.

quartz vein from the southern end of the 
Main N-S Trench: white with 10*/^ fine red- 
brown specs, no apparent sulphides

lamprophyre 10 ra west of the N-S Main 
Trench: rusty brown to beige on the 
weathered surface, beige to grayish beige 
with dark brown to black flecks on the fresh 
surfaces, fine-grained, homogeneous and 
massive with a rounded blocky weathered 
appearance, 60 to 70*M) biotite and 30% 
plagioclase (?), no reaction with HC1, non 
magnetic, Wo disseminated sulphides

granite and quartz: angular and blocky with 
80^0 vein and 20^o sheared granite, less than 
Wo disseminated sulphides in the granite

quartz: angular rubble at the northwest end 
of a small trench at the West Occurrence, 
trace malachite and less than Wo subhedral 
pyrite
quartz vein in a small trench in the south 
part of the West Occurrence: white to gray- 
white, no visible sulphides

granite and quartz rubble from the Main 
Occurrence: sheared and brecciated granite 
with a quartz matrix and veinlets - 65*^ 
granite and 35^o quartz, minor sericite 
alteration in sheared material, < 3"^o 
sulphides (~ 2.507o pyrite, < G.5% 
chalcopyrite, trace galena and bornite) in 
fine to coarse subhedral to euhedral grains, 
patches and disseminations
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CERTIFICATE OF QUALIFICATIONS 

I, Gordon N. Henriksen of 14 rue des Erables, Masham-La Peche, Qc. hereby certify:

1. I am a graduate of Concordia University (1986) with a degree in 
Specialization Geology.

2. I have been practicing my profession since graduation.

3. I am a member of Order of Geologists of Quebec (No. 451).

4. I have 17 years experience in mineral exploration in North America, 
concentrating in northern Ontario and Quebec.

5. I have no interest, either direct or indirect in the property described in this 
report or in Globex Mining Enterprises Inc.

6. I have been on the property for 5 days in July 2003 performing the 
mapping and supervising the prospecting.

Dated at Masham-La Peche, Qc on July 24th, 2003 G. N. Henriksen,
B.Sc., P. Geo. 
O.G.Q. #451
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Certificate of Analysis



Laboratoire Expert Inc
127, Boulevard Industricl
Rouyn-Noranda, QC, J9X 6P2
Tel.. (819) 762-7100 Fax.: (819) 762-7510

*** Certificate of analysis *** Date 

Page

2003/07/22

l of l

Client :

Addressee :

Globex Mining Enterprises Inc

Jack Stoch

146 I4e Rue 
Rouyn-Noranda 
Quebec Tel.: 
Canada J9X2J3 Fax.:

Au 
FA-GEO 

ppb
2

(819)762-5242 
(819)797-1470

Folder ; 399 
Your order number : 
Project : NONE

Number of samples: 8

Au 
FA-ORA

g/t 
.03

P..' "f

Designation
61516

61517
61518
61519
61520
61521
61522
61523

1873

67

36

12

15

2303

34

162

1.99

2.33

Joe Landers, Manager



Globex Mining Enterprises Inc. 
146-14th Street 
Rouyn-Noranda, Qc. 
J9X 2J3

Re: Pacaud Township Project. Ontario

Thank you,

Gordon Henriksen

Gordon Henriksen 
14ruedesErables 
Masham-LaPeche,Qc. 
JOX 2WO

July 22, 2003 Invoice 220703

G. Henriksen - 5.5 days geology @ S2007day 
Expenses -food, lodging supplies
Truck - 726 km. @ SO.SO/km.

Total Due

SI,100.00 
S 815.83 
S 363.00 
S2,278.83



Robert Campbell
413 Victoria Road 
Nanaimo, B.C. 
V9R4R2

Invoice 03-05

July 22, 2003

Globex Mining Enterprises Inc. 
146-14th Street 
Rouyn-Noranda, Qc. 
J9X 2J3

Re: Pacaud Township Project. Ontario

R. Campbell - 9 days prospecting, compilation, etc. @ S2007day S l ,800.00
GST (GST # 89252 8308 RT0001) S 126.00

Total Due S l,926.00

Robert Campbell



Laboratoire Expert
127, Boulevard Industrie!
Rouyn-Noranda, Quebec J9X 6P2
Canada
Tel: (819) 762-7100 Fax: (819) 762-7510

l
FACTURE

No. Facture:
Date:
Page:

225
22-juil.-2003
1

Vendu a:

Globex Mining Enterprises Inc.
Jack Stoch 
146,14th Street 
Rouyn-Noranda, Quebec 
Canada J9X 2J3

Expedie a:

Globex Mining Enterprises Inc.
Jack Stoch 
146, 14th Street 
Rouyn-Noranda, Quebec 
Canada J9X 2J3

No. d'entreprise: 1161131298

Laboratoire Expert WP: #120250; 
Laboratoire Expert T|PS: #144791

each 
each

418
17

Folder 399
Analysis for Au S prep
Reassay for Au H007o

Sous-total:

GQ - IPS 7 07o, TVQ 7.507o

IPS

TVP

GQ 
GQ

10.50
5.00

8400
500

89.00

6.23

7.14

Remarques t Comments

Payable sur reception 1 Payable upon receipt

0.00

102.37



ONTARIO MINISTRY OF NORTHERN DEVELOPMENT AND MINES

Transaction No: W0380.01394

Recording Date: 2003-SEP-03

Approval Date: 2003-SEP-08

Work Report Summary

Status: APPROVED

Work Done from: 2003-JUL-05

to: 2003-JUL-09

Client(s):

302226

SurveyType(s):

GLOBEX MINING ENTERPRISES INC.

ASSAY GEOL PROSP

Work Report Details:

Perform Applied 

Claim# Perform Approve Applied Approve

L 3004147 S1.664 31,664 31,664 51,664 

L 3004148 53,637 S3.637 S3,637 53,637

Assign Reserve
Assign Approve Reserve Approve Due Date

SO O SO SO 2005-OCT-03

SO O SO SO 2005-OCT-03

S5.301

External Credits: 

Reserve:

55,301 35,301 S5.301 SO SO SO SO

so

SO Reserve of Work Report* W0380.01394

SO Total Remaining

Status of claim is based on information currently on record.

31M13NW2025 2.26229 PACAUD 900

2003-Sep-11 13:27 Armstrongjd Page 1 of 1



Ministry of
Northern Development
and Mines

Date:2003-SEP-10

Ministere du
Developpement du Nord 
et des Mines

JACK STOCH
GLOBEX MINING ENTERPRISES INC. 
146, 14E RUE
ROUYN=NORANDA, QUEBEC 
J9X 2J3 CANADA

Ontario
GEOSCIENCE ASSESSMENT OFFICE 
933 RAMSEY LAKE ROAD, 6th FLOOR 
SUDBURY, ONTARIO 
P3E 6B5

Tel: (888) 415-9845 
Fax:(877)670-1555

Dear Sir or Madam

Submission Number: 2.26229 
Transaction Number(s): W0380.01394

Subject: Approval of Assessment Work

We have approved your Assessment Work Submission with the above noted Transaction Number(s). The attached 
Work Report Summary indicates the results of the approval.

At the discretion of the Ministry, the assessment work performed on the mining lands noted in this work 
report may be subject to inspection and/or investigation at any time.

If you have any question regarding this correspondence, please contact PIERRE DESCOTEAUX by email at 
pierre.descoteaux@ndm.gov.on.ca or by phone at (705) 670-5858.

Yours Sincerely,

Roy Denomme

Acting Senior Manager, Mining Lands Section

Cc: Resident Geologist

Globex Mining Enterprises Inc. 
(Claim Holder)

Assessment File Library

Globex Mining Enterprises Inc. 
(Assessment Office)

Visit our website at http://www.gov.on.ca/MNDM/LANDS/mlsmnpge.htm Page: 1 Correspondence 10:18641
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MIMIsTRir OF MOHTHERH 
DtVH-OPSrtHT AND HllieS

L MINIHO 
HBCOROER'S OFFICE

Mining Land Tenure 
Map

5800006

Those wlshlno to etaka mining claims should consult with the Provfndal Mining Recorders' Office of the Ministry of Northern Davelopmant and Mines for additional General Information and Limitations This map may not show unregistered land tenure and interests in

Information on the status of the lands shown hereon. This map i* not Intended for nmgtnanal, survey, or land mie determination purposes astha information Contao! Information- Toll Free Map Dstunr NAD 63 'end Including certain patents, leases, easement*, ifoht of ways,

shown on thla map Is compiled from various sources, Completeness ma accuracy are not guaranteed. Additional information may also be obtained through the Provincial uinlnt Recorders' Office Tel: 1 (688) 415-8846 out 67tfcjoction: UTM (6 degree) flooding rights, licences, or other forms of dljpoiltlon of riojlts and

local Land Titles or Registry Office, or the Ministry of Natural Resources. Wlllet Qraen Miller Centre 933 Ramsey Lake Road Fax: 1 (S77) 670-1444 Topographic Data Source: Land Information Ontario Interest from the Crown. Also certain land tenure and land usoa

.. . . ,, ^ , , . .. .. ,. ,.. ,, ., , .. -, . J1 ... . B j .m , , ^,. , . . . ., ^ Sudbury ON P366B5 Mlnlns Land Tenure Source: Provincial Minlno Recorder*'Office that reMrict or prohibit frco entry to stake mining dairna may not l)i)

,T? ^formation shown Is derived from dlfllul data available In the Provincial Minlna Recorders' Office at the time of downloading from the Ministry of Northern uom, p,.-, ̂ ^^ mnljm O.,w ... M/MNDM/MINIS/LANDS/mlsitmDoe him illustrated.
'-..', . t* M ' " ' ' v* '

Date; Time of Issue: MonSejjOB 13:01:42 EOT 2003
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PACAUD G-3697
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Mining Division
Land Titles/Registry Division
Ministry of Natural Resources District
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Spruce, balsam 

J

thin cover of clay ~Tf

l
July .9

LEGEND 
Granite 
Lamprophyre

SYMBOLS
Outcrop Exposure
Small Outcrop
Contact
Float/rubble
Quartz Vein

Strike, Dip of Vein/Stringer
Strike, Dip of Fracture
Claim Boundary
Observed Claim Post
Inferred Claim Post
Line Post
UTM Grid Lines (NAD 83)
Prospecting Traverse of R.Campbell (K22203)
with direction and date
Highway
Trail
Hydro/Telephone Line

GLOB EX MINING ENTERPRISES INC.

PACAUD PROPERTY

PACAUD TWP PROSPECTING MAP 
GEOLOGY MAP

CHAMBERLAIN TWP
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Assay Results
Sample No.

61516
61517
61518
61519
61520
61521
61522
61523

Assay Au (ppb)
1873

67
36
12
15

2303
34
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