
TECHNICAL REPORT 

for OPAP GRANT No. OPG 92-110 

(OPAP File No. OP 92-224)

Location and Access 42A09swooi60P92-224CARR 010

The property explored was the SWj, Lot 4, Con. H, Carr Twp., 
Ontario, Larder Lake Mining Division.

It is readily accessible via a good gravel road one mile north 
of the town of Matheson.

Geology

The property lies astride the Destor-Porcupine fault zone 
which crosses in a slightly south of east direction through the extreme 
north part of it.

There are no known outcrops; the ODM Carr Twp. map, 
Vol. LX, Part IV 1951 shows the Destor-Porcupine fault zone and two 
north-south diabase dikes on the lot.

Seven overburden holes drilled by Asarco in 1984? in or in the 
immediate vicinity of the property indicated the depth of overburden to 
range between 55j to 111 f t. ; the average depth of the seven holes was 
94 ft. One of these holes (CR 13) which plots approximately 600 ft. south 
of the north boundary and on the east boundary of the lot is reported to 
have yielded a gold assay in concentrates more than 15, 000 ppb. All 
these holes indicate the basement rock to be andesite or basalt.

The only other exploration known to have been done on the 
property was by Lac Minerals around 1987. The evidence of this is the 
presence of picket lines every 100 m. and the collar of one drill hole, - 
namely 87-3. The collar of this hole was located 1325 ft. east of the 
west boundary and 1340 ft. south of the north boundary of the lot. The 
casing was found in place indicating it was drilled due north at a dip angle 
of 55 degrees.
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Work Done in Present Project

The work consisted of 3 j miles of linecutting, a detailed 
magnetic survey and 1265 ft. of BQ Wire Line core drilling in three 
holes.

Flooding by the beavers made effective exploration of the 
east l, 000 ft. along the Destor nigh impossible. A large dam in the 
east part of the property has not only flooded an extensive area but has 
also raised the water level to at or to near surface beyond the wholly 
flooded area; some of these areas are marked "Wet" on the accompanying 
plan. Under the present ground conditions, the writer considered it 
imprudent to attempt drilling in the east l, 000 ft, of the property in 
the vicinity of the Destor.

The geophysical survey was carried out using a Sharpe 
Fluxgate Model MF-1 magnetometer. This instrument's specifications 
call for a maximum sensitivity of 20 gammas per scale division. 
A total of 310 readings are recorded on the attached plan although at 
least 507o more were taken in checking and re-checking critical areas. 
There were sufficient differences in the base station and sub-base 
station readings to suspect magnetic storms. Delays in returning to a 
base station caused by the flooding in the east part of the property leaves 
some doubt as to the total accuracy of the plotted readings there.

The magnetic survey picked up two north-south diabase dikes 
crossing the base line at 450 and 700 ft. east. They correspond to the one 
dike on the ODM Carr map at this location crossing the base line at 
roughly 600 ft. east. The termination of these two dikes at approximately 
400 ft. north of the base line indicates the presence of the Destor- 
Porcupine fault zone.

A second north-south dike shown on the ODM Carr Twp. map 
crossing the base line in a northwest direction was actually not detected 
as such in the magnetic survey. Instead a broad magnetic zone centred 
at approximately 300 ft. north of the base line and extending in an 
eastward direction from approximately 1100 ft. east to 2000 ft, east, - 
i. e. to the eastern limit of survey data, was located. DDH 92-2 explains 
this anomaly as due to diabase in the Destor. Anomalous readings on 
and in the vicinity of Lac 4M picket line (approximately 1300 ft, east) 
in the northern part of the map indicate this dike has cleared the Destor 
fault zone going north. Its extension going south of the Destor was not 
detected, but a few readings, - i. e. if not erratics, suggest it may be 
immediately east of Lac 7M picket line (2300 ft. east). The broad 
magnetic zone referred to above stays in the Destor, which strongly 
suggests this dike is still in it to at least 2300 ft. east.
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The location of the three diamond drill holes drilled are shown 
on the attached plan. A cross-section sketch of these holes and their logs 
are bound in this report, plus the assay sheets. All three holes inter 
sected the Destor- Porcupine fault and alteration zone. The zone in 
hole 92-1 and 92-3 has a true width in the order of 150 ft, and it dips 
45 to 50 degrees south. The rocks in the zone a*, e highly altered 
(chloritized and carbonated), variously foliated, crenulated, sheared, 
ruptured, etc., and locally reduced to soft chloritic muds. Milky-white 
quartz is common along crenulated seams, in ruptured crenulated seams, 
as breccias, frags., and veins. The intriguing and interesting sections 
in the core of these two holes are referred to in the logs as "Siliceious 
Zones", - see footages 336. 5-344 ft. and 386-415 ft. in hole 92-1. These 
zones are very distinctive, - pink to fawn coloured, dense, hard, 
fractured with the fractures having quartz and chlorite fillings, and 
intersecting quant-filled micro-fractures; pyrite is generally scantily 
disseminated but up to 2fo on chlorite fractures. A major disappointment 
was when the sludges failed to indicate any significant gold content.

Hole 92-2 encountered a 70 ft. wide diabase dike in the Destor 
fault zone. The zone was dominated by dark green chloritic schists, 
sections of which were very fissile and difficult to core. There 
was no evidence of the "Siliceous Zones" encountered in holes 92-1 and 
92-3, 500 ft. to the west, or of the other interesting rocks such as 
crenulated bright yellowish-green carbonate rocks with quartz veining, 
etc. The diabase dike appears to have taken the place of these rocks in 
the Destor fault zone at this location.

Intrusive rocks are present in holes 92-1 and 92-3; a diorite 
porphyry is found intruding the hanging wall andesite in both holes. It 
was also found as a dike intruding the highly folicated and crenulated rocks 
in the Destor; its relatively unaffected character there suggests it post 
dates the major structural events of the Destor-Porcupine fault zone. 
A narrow medium-grained syenite dike was found in both holes 92-1 and 
92-2; both these dikes occur in the immediate vicinity of the major 
mud-gouge faults. Except for mineral alignment parallel to the normal 
foliation, they show no structural deformation or alteration, suggesting 
that they also post-date the structural deformation of the fault zone.

In summary, the present drilling has extended the wide alteration 
zone in the Destor-Porcupine fault zone 1600 ft. to the east of where it 
was revealed in drilling via an OPAP 1996 .grant in Lot 5. Geologically 
intriguing and highly siliceous zones are present in both locales but with
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only traces of gold being detected in them. The question of whether ore 
occurs in.this zone of alteration will only be answered by additional 
drilling. . The core of the alteration seine in this programme has been 
kept intact in anticipation that a geologist of a major company familiar 
with the gold environment along the Destor-Porcupine might detect 
some evidence suggesting gold-ore may be present here.

The following are bound in or attached to this report:

(1) Logs of DDH's 92-1, 92-2 and 92-3

(2) Swastika Labs. Assay Sheets

(3) Cross-section of DDH's

(4) Topo. and Magnetic Plan 2"- 100'

G. E. Parsons, 
Geologist

September 1992
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Swastika Laboratories
A Division of Assayers Corporation Ltd.

Established 1928 Assaying - Consulting - Representation 

Assay Certificate 2W-0870-RA1

Company: G.E.PARSONS 
Dale: AUG-18-92 

Project: 
Copy 1. 136 CHATSWORTH DR. TORONTO 

Attn:

We hereby certify the following Assay of 19 SLUDGE samples 
submitted AUG-14-92 by .

Sample 
Nunber
hole 92-1 265-275 
hole 92-1 275-285 
hole 92-1 285-295 
hole 92-1 295-305 
hole 92-1 305-315

hole 92-1 315-325 
hole 92-1 325-335 
hole 92-1 335-345 
hole 92-1 345-355 
hole 92-1 355-365

hole 92-1 365-375 
hole 92-1 375-385 
hole 92-1 385-395 
hole 92-1 395-405 
hole 92-1 405-415

hole 92-1 415-425 
hole 92-1 425-435 
hole 92-1 435-445 
hole 92-1 445^455

Au Au check 
oz/ton oz/ton

0.002 
Nil 
Nil Nil 

0.002 
0.002
0.002 
0.002 
0.006 
0.003 0.003 
0.003
0.003 
0.002 
0.003 0.003 
0.006 
0.006
0.004 
0.004 
0.004 0.004 
0.003

Certified fty.

P.O. Box 10, Swastika, Ontario POK1TO 

Telephone (705) 642-3244. FAX (705)642-3300



Established 1928

Swastika Laboratories
* A Division of Assayers Corporation Ltd.

Assaying - Consulting - Representation

Assay Certificate 2W-0913-RA1

Comply: G.E.PARSONS D-*: AUG-27-92

Project:
Attn:

We hereby certify the following Assay of 6 sludge samples 
submitted AUG-17-92 by .

Sanple Au Au check 
Number oz/ton oz/tonHXJE"92-i"455-465""""""6r663""""""""""""""""""" " " 

HUE 92-1 465-475 0.002 0.002 
HXE 92-2 235-245 0.001 
HXE 92-2 245-250 Nil

HXE92-245425
HXE 92-2 425-435 0.001
HXE 92-2 435-445 0.001

Certified by ^tKLr^

P.O. Box 10, Swastika, Ontario POK1TO 
Telephone (705)642-3244. FAX (705)642-3900



Swastika Laboratories
A Division of Assayers Corporation Ltd.

Established 1928 Assaying - Consulting - Representation 

Assay Certificate 2W-0912-RA1

conw: G.E. PARSONS D** AUG-24-92

Project: 
Ann:

We hereby certify the following Assay of 4 WHOLE CORE samples 
submitted AUG-17-92 by . s

Sample Au Au check 
Number oz/ton oz/ton
12824. I I" ~. l l -Nil----- -'il-I^-J- -( -*i*iiH-22-i
12825.. . . . - . . , .O.QDi . . - - ***'*-*--JL±s - - "- -91-*- - - - -
12826. — . - — - - - Q.006. . . (LOD5. -?0-fH? --22^6- - - - 12 '2. - - - . 
12827 0.006 Z Z8- 2 29-? " ' z' 3

Certified by

P.O. Box 10, Swastika, Ontario POK1TO 

Telephone (705) 642-3244. FAX (705)642-3300
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