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The President and Directors,
Globe Exploration fc Mining Co. Ltd.,
Suite 403,
62 Richmond Street West,
Toronto, l, Ontario.

Gentlemen:

This report describes the results of a geophysical survey 

carried out on your property known as Block No. 13, located in Hoyle 

Township, Porcupine Mining Division, Ontario. Also included is the 

air-photo interpretation by Cartographic Services. The results are 

depicted on the plan accompanying this report.

PROPERTY, ACCESS AND LOCATION -

Block No. 13 is comprised of the following four (4) contiguous 

claims:

P-71356toP-71359, inclusive,

The claims are located at Lot 10, K. 1/2, 
Concession IV, of Hoyle Township, 
just east of Bell Creek.

Access was made by Winter roads with a snow tractor, from 

Whitney Township, on the CNR, to the northeast corner of the Block.

GEOLOGY, TOPOGRAPHY AND AEROMAGNETIC DATA -

The ground is all flat, with second-growth spruce and alders, 

and there is open muskeg at the northeastern part. According to Geological
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Map No. 48n, the property is inferred as underlain by Keewatin sediments, 

close to its contact with volcanics to the south, but there is no outcrop in 

the vicinity to verify this interpretation. According to Aeromagnetic 

Map No. 298G., G. 8. C., there are no anomalous conditions in the 

vicinity.

AEROPHOTOGRAPHIC INTERPRETATION -

An aerophoto graphic interpretation was made by Cartographic 

Services, under the supervision of C ana Exploration Consultants Limited. 

A photograph by Ontario Department of Lands and Forests, 1961, was 

used for the compilation of mosaics, and plotted to a mean scale of 

l Inch to l , 000 Feet. Lineaments obtained from the stereo-study of 

the air-photograph, are transferred on the location map accompanying 

the geophysical map. The study located several northwest lineaments, 

one of which runs across the southwest corner of Claim P-71358. There 

is also a north-southerly lineament, and an east-westerly lineament, 

shown at this corner. It follows that this could be the more interesting 

part of the property, with possible occurrence of faults or fractures.

SURVEY DATA -

The geophysical survey was carried out along picket lines cut 

at 400-ft. intervals, east-west, to cover the property.
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The electromagnetic survey, using a Sharpe SE-200 unit, 

was carried out along the picket lines, with the parallel-line method 

and readings taken at 100-ft. intervals.

A total of 5 miles of lines was cut and chained for the survey, 

and a total of 4 miles of electromagnetic survey was carried out.

SURVEY RESULTS AND INTERPRETATION -

The electromagnetic survey obtained negative results on the 

property.

Because of the fact that aeromagnetic maps show no indications 

of anomalous conditions, it is doubtful if there is any base-metal deposit 

on the property. However, because of the fact that the aerophotographic 

study shows an interesting junction of lineaments at the southwest corner 

of Claim P*71358, it may be advisable to check this claim by a detailed 

magnetic survey, in due time.

CONCLUSIONS AND RECOMMENDATIONS -

The electromagnetic survey encountered no indication of the 

appreciable concentration of conductive minerals at shallow depth on 

the property.

The aerophotographic studies show an interesting area at the 

southwest corner of the property.
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Since the general geology and aeromagnetic data 0how no 

interesting conditions in the property area* the lineaments indicated 

by the aerophotographic studies may not be significant. However* if 

further investigation is required* the writer recommends to carry out 

a detailed ground magnetic survey in Claim P- 71858, to Check the 

magnitude of faulting or fracturing inferred by the air-photo studies, 

for the possible occurrence of gold mineralization.

Respectfully submitted, 

CANA EXPLORATION CONSULTANTS LIMITED

SSS:rw 
Encl.

Toronto, Ontario, 

June 2nd, 1965.

S. S . Szetu, Ph. p.. 
Consulting Geologist.
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